
Lumens Wattage Power 
Factor

Rated 
Average Life

Color 
Temp

Minimum/Operating
Temperature CRI Length

(inches) Warranty Dimming

GE FLE15/2/DV R30 
15 Watt Dimmable 720 15W 0.6 6,000 hours 2700K Minimum Starting 

Temperature: 5°F 82 5.6 4 years Yes 

GE FLE15/2/R30XL 
15 Watt Reflector Flood 750 15W 0.6 10,000 hours 2700K Minimum Starting 

Temperature: 5°F 82 5.5 7 years No 

Philips EL/A BR30 
16 Watt Reflector Flood 630 16W >0.50 8,000 hours 2700K Operating Range: 

-10° to 140°F 82 5.4 7 years No 

Feit ESL15R30H 
15 Watt Reflector Flood 750 15W 0.638 8,000 hours 2700K Minimum Starting 

Temperature: -27°F 82 5.1 2 years res; 
1 year com No 

GE FLE26/2/PAR38/XL 
26 Watt Reflector Flood 1300 26W 0.6 10,000 hours 2700K Minimum Starting 

Temperature: 5°F 82 5.6 6 years No 

Philips EL/A PAR38 
20 Watt Reflector Flood 930 20W >0.55 8,000 hours 2700K Operating Range: 

-10° to 140°F 82 5.67 7 years No 

Philips EL/A PAR38 
23 Watt Reflector Flood 1250 23W 8,000 hours 2700K Operating Range: 

-22° to 140°F 82 5.87 7 years No 

Feit ESL18 PAR38H 
18 Watt Reflector Flood 950 18W 0.68 8,000 hours 2700K Minimum Starting 

Temperature: -20°F 82 5.8 2 years res; 
1 year com No 

Feit BPCE23PAR38/3 
23 Watt Reflector Flood 1300 23W 0.66 8,000 hours 2700K Minimum Starting 

Temperature: -27°F 82 6.2 2 years res; 
1 year com No 

Sylvania CFE19PAR38 
19 Watt Reflector Flood 900 19W >0.50 10,000 hours 3000K Minimum Starting 

Temperature: -18°C 82 6.6 No 

Model
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GE FLE26/2/R40/XL 
26 Watt Reflector Flood 1300 26W 0.6 10,000 hours 2700K Minimum Starting 

Temperature: 5°F 82 6.5 7 years No 

Philips EL/A BR40 
20 Watt Reflector Flood 940 20W >0.55 8,000 hours 2700K Operating Range: 

-10° to 140°F 82 5.7 7 years No 

Philips EL/A R40 
23 Watt Reflector Flood 1250 23W >0.55 8,000 hours 2700K Operating Range: 

-22° to 140°F 82 5.7 7 years No 

Feit ESL 18R40H
18 Watt Reflector Flood 950 18W 0.66 8,000 hours 2700K Minimum Starting 

Temperature: -20°F 82 5.8 2 years res; 
1 year com No 

Feit BPCE23R40/3 
23 Watt Reflector Flood 1300 23W 0.65 8,000 hours 2700K Minimum Starting 

Temperature: -27°F 82 6.2 2 years res; 
1 year com No 

Sylvania CFEL20BR40 
20 Watt Reflector Flood 900 20W >0.50 8,000 hours 3000K Minimum Starting 

Temperature -18°C 82 6.6 No 

Model
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